
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-307-4 CODE: (IS) 
 
DATE: 05/01/2013 
 
SUBJECT: Lime Treated Courses 
 
Section 307, Lime Treated Courses, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction is hereby amended as follows: 
 
907-307.02--Materials. 
 
907-307.02.4--Curing Seals.  After “EA-1,” in the first sentence of 307.02.4 on page 195, add 
“EPR-1, AE-P, CSS-1,”. 
 
907-307.02.5--Soil-Lime Design.  Delete the first paragraph of Subsection 307.02.5 on page 195 
and substitute the following: 
 
Quantities and percentages of lime shown on the plans are preliminary.  The actual application 
rate will be established from tests made prior to beginning treatment.  The design of soil-lime 
courses shall be performed by the Central Laboratory.  At least 45 days prior to the proposed use 
of a lime course, the Contractor shall make available materials proposed for use in the mixture 
for sampling and testing by the Department as the Engineer may consider necessary for the 
establishment of a mix design. 
 
Changes in source of lime shall not be made without approval.  Approval will be based on 
verification of a mix design. 
 
907-307.03--Construction Requirements. 
 
907-307.03.2--Equipment.  Delete the second paragraph of Subsection 307.03.2 on pages 196 & 
197. 
 
907-307.04--Method of Measurement.  Delete the last sentence of Subsection 307.04 on page 
202 and substitute the following. 
 
Bituminous curing seal will be measured by the gallon as prescribed in Subsections 109.01.  
Unless otherwise specified, distributor tank measurements will be used.  The volume of material 
over five percent above the allowed range for each shot will be deducted from measured 
quantities, except that 15 percent will be allowed for irregular areas where hand spraying is 
necessary.  The volume of all bituminous material lost, wasted, damaged, or rejected, or applied 
outside of designated areas, or in excess of the Engineer's directions and tolerances allowed, or 
contrary to the specifications, will be deducted from measured quantities. 
 
Water will not be measured for separate payment. 
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907-307.05--Basis of Payment.  After the last full paragraph of Subsection 307.05 on page 203, 
add the following. 
 
Bituminous curing seal, measured as prescribed above, will be paid for at the contract unit price 
per gallon, which price shall be full compensation for furnishing, applying and reapplying if 
needed, protecting, maintaining; and all tools, equipment, labor and incidentals necessary to 
complete the work. 
 
Add the “907” prefix to all pay item numbers listed in Subsection 307.05 on pages 203 & 204. 
 
After the last pay item listed on page 204, add the following. 
 
907-307-S:  Bituminous Curing Seal - per gallon 
 
 


